
Ordering information

Notes:
*  True peak detection option available for  
    Input/Output type “A” only.
** Displacement output option available for  
    Input type “V” only.

Sensitivity
10

mV/g,  
mV/ips100

500

Detector type
RMS True RMS

P Peak (equiv.)
PP Peak-to-peak (equiv.)
TP * True peak (10-25,000 Hz)

Input type
A Acceleration
V Velocity

Output type Units Full scale

A
g 1, 5, 10, 20, 30, 50 

m/s2 50, 100, 200, 300, 500 

V
ips 0.5, 1, 2, 3, 5 

mm/s 15, 20, 25, 30, 45, 50, 100 

D**
mils 10, 20, 25, 100 
mm 0.2, 0.5, 1, 2, 3, 4, 5 

Output type
A Acceleration
V Velocity

D** Displacement

iT150 – – – – –– ––

Detector type Output type FMIN (Hz) – FMAX (Hz)

RMS
Peak

Peak-to-peak

A, V, D**
0.2 – 200
0.5 – 500

A, V

1 – 1,000
10 – 1,000
2 – 2,000
5 – 5,000

A
10 – 10,000
20 – 20,000

True peak* A 10 – 25,000

FMIN fixed with FMAX  
(select desired  

frequency range)

ISO 10816-3

Output type Units

A
g

m/s/s (m/s2)

V
ips

mm/s

D**
mils**
mm

Selectable parameters are in bold.


